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BedStep2™ is invented, designed, engineered and manufactured exclusively by AMP Research and may be covered by one of the following patents: 6,641,158; 
6,830,257; 6,938,909; 7,055,839; 7,380,807; 7,398,985; 7,584,975.   Made in USA   © 2011 AMP Research  
Three-year limited warranty.  Professional installation is recommended.  

AMP RESEARCH TECH SUPPORT 1-888-983-2204 (Press 2) Monday - Friday, 6:00 AM - 5:00 PM PST

GM Silverado/Sierra 2500/3500HD    
2020
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Components must be configured for Passenger or Drivers-Side as shown. 

Driver-Side Orientation Passenger-Side Orientation
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13mm

13mm13mm

Locate front bed mounting point. Remove bed bolt.

Slide assembly into position and snug bolt so 
frame mount assembly is snug to bed mount.

Use supplied bolt (18) and Spacer(16). Start threads to 
hold bolt and spacer into position. 

DRIVER SIDE               PASSENGER SIDE

install support brackets as shown below. Driver side 
(8) and passenger side(7) specific brackets are made. 
Discard extra bracket after install. Use supplied M8 
conical washer bolts (14) and conical washer nuts. (15)
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Using a 13 mm Socket 
assemble  Frame 
mounting brackets 
together. Snug bolts do 
not torque. use supplied 
conical washer bolts (14) 
and Conical Washer nuts 
(15) supplied. 
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Using a 13 mm Socket 
assemble  Lateral 
mounting brackets 
together. Snug bolts do 
not torque. use supplied 
conical washer bolts (12) 
and Conical Washer nuts 
(15) supplied.  Torque all 
hardware to 16ft-lbs.
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Center step pad on lower mount and scure using 
provided PT Screws. Tighten to 5ft-lbs using a T25 
Torx bit. Verify Step pad alignment to body line of 
vehicle. Once step pad is in line to vehicle torque all 
bracket hardware to 16ft-lbs. Torque bed bolt to  75 
ft-lbs.

Set Support bracket and linkage into position. tighten 
bolts to allow bracket to set in position on frame. Use 
hole and mark frame for rivet nut location. Remove 
linkage assembly and pre drill using an 1/8” drill bit. 
Then drill to 17/32”. Install rivet nut with provided 
steps included in rivet nut package. Reinstall linkage 
assembly.
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To deploy the step, press down using your foot 
on the outside edge of the step pad.

To retract, gently kick up on the underside 
of the step pad.
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